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ABSTRACT 
A comparison was made of the spectral response of cemented and soldered cover 
glass  on a current commercial silicon solar  cell,  
were determined in the range of 0 . 4  to 0 .95  micron with a filter-wheel solar  simulator. 
Soldered and cemented cell short  circuit current spectral  response was calculated as a 
function of the effectiveness of the cover-glass radiation protection, for a bombardment 
dose of 10l6 1-MeV electrons per  square centimeter. 
Cover glass  transmission factors  
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SUMMARY 
Silicon solar cells are subject to particulate radiation when flown on Earth-orbit 
missions. Cover glasses, cemented to the cell, are used to provide protection from ra- 
diation damage. Since the cement darkens when exposed to ultraviolet radiation, m ul- 
traviolet filter is placed on the glass to protect the cement. However, accompanying the 
use of the filter is a reduction in the blue response of the cell. An alternate method of 
affixing a protective glass to the solar cell is to solder the glass directly to the metallic 
grids of the cell, which eliminates both cement and filter. 
To compare the spectral response of soldered and cemented cells the transmission 
factors for the cover glasses were determined in the spectral range from 0.4 to 0.95 
micron, by using a filter-wheel solar simulator. These factors were used to calculate 
solar-cell response. For unbombarded cells or for cells with cover glass that provides 
100-percent-effective radiation protection there is a 5 percent higher calculated short- 
circuit current response for the soldered glass than for the cemented glass on a typical 
commercial cell. With a cover glass that is 50 percent effective in reducing the radia- 
tion damage of 10l6 1-MeV electrons per square centimeter, the improvement is 6 per- 
cent. 
INTROD UCTlON 
Radiation damage is one of the problems encountered in the use of silicon solar 
cells for Earth-orbit missions. Several methods can be applied to minimize the damage 
due to high-energy electron and proton bombardment. One approach is to shield the 
solar cell by means of a transparent cover, such as a quartz-glass window. Another 
method is to increase the blue response of the cell, since the response to the 0.4 to 0 .5  
micron range of the spectrum is independent of radiation damage (ref. 1). The present 
method of mounting the cover glass on the cell relies on the use of an adhesive which de- 
grades on exposure to ultraviolet radiation. To protect the adhesive, an ultraviolet filter 
is deposited on the cover glass. An accompanying feature of the ultraviolet filter is a 
reduction in blue light transmission to the cell (ref. 2). In order to retain solar-cell 
blue response another method of attachment would be desirable. A method presently be- 
ing investigated at this laboratory involves soldering the cover glass to the solar cell at 
the grid contacts, thereby eliminating the cement and the ultraviolet filter entirely. 
In this report, for the purpose of evaluating the gain in response of cells with sol- 
dered covers, a comparison is made of the calculated spectral response of a state-of- 
the-art commercial silicon solar cell with cemented and with soldered covers. The 
spectral response of the uncovered solar cell and the absorption of the cover glass were 
determined by means of a filter-wheel solar simulator. Additionally, the spectral re- 
sponse for a high-blue-response experimental cell with cemented and soldered covers 
w a s  estimated. 
. 
ANALYSIS 
The evaluation of cover-glass - cell combinations is based on the comparison of the 
transmission factors of the cover-glass systems. The transmission factor is defined as 
the ratio of the short-circuit current of the solar cell with a cover glass to the short- 
circuit current of the uncovered cell. To obtain the solar-cell short-circuit current out- 
put, the Lewis filter-wheel solar simulator (ref, 3) is used, in which the spectral re- 
sponse in the wavelength region from 0.4 to 0.95 micron is measured. The performance 
of any solar cell in combination with any cover-glass system can then be calculated by 
multiplying the solar- cell response by the appropriate cover-glass factors. 
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Solar Cel l  and Covers 
A current commercial solar cell with an antireflection coating is used as the basis 
for comparison of the cemented and soldered cover glasses. An exploded view of the 
cell, adhesive, and cover glass is shown in figure 1. The adhesive is Furane 15-E epoxy 
cement. The cover glass is drawn microsheet (Corning 0211), 6 mils (152.4 pm) thick. 
The cemented cover glass is coated on the top with an antireflection coating and on the 
bottom with an ultraviolet filter, designated herein as type 1 coating. 
Construction of the soldered cover-glass system is shown in figure 2.  The cover 
glass has a magnesium fluoride antireflection coating on both sides, designated herein as 
type 2 coating. Soldered cover glasses have been prepared by evaporation of cerium- 
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silver contacts on the glasses through the same mask used to put contacts on silicon 
solar cells (ref. 4). This ensures the matching of the grid patterns when solder-dipped 
contacted glass and cell a r e  placed together and heated. 
table II. The results shown for the cemented microsheet can also be expected to hold for 
the currently used, 6-mil- (15.4- pm-) thick, quartz (Corning 7940) cover glass with 
I Spectral  Response Measuremen ts  
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The effect of a type 2 coating cover glass on the response of the cell was  measured 
I 
I 
I 
i 
by placing the cover glass without the grid pattern on the cell, holding it down at an edge 
with tape, and measuring the spectral response of the combination. The spectral re- 
* sponse of the uncovered cell w a s  also measured. Shown in table I are  the transmission 
factors for type 1 and 2 coatings on 0211 microsheet glass. Factors for 0211 microsheet 
glass with type 1 coating and F’urane 15-E epoxy adhesive were calculated from the data 
of reference 2. 
RESULTS AND DISCUSSION 
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cemented cells against the effectiveness of radiation protection is given in figure 3. 
blue (0.4 to 0 .5  pm) response (ref. l), but with about the same total response as a com- 
mercial cell, indicates that this cell with a soldered cover glass would have about 7 per- 
cent better response than with a cemented cover glass. With a cover glass that is 50- 
percent effective, the advantage is 8 percent. The response advantage plot for the high- 
blue cell is shown in figure 3. 
Applying the same cover-glass analysis to an experimental cell with a much higher 
50 percent radiation protection 
the condition of item 3 above 
4. An 8 percent higher response with an experimental high-blue-response cell, for  
Lewis Research Center, 
National Aeronautics and Space Administration, 
Cleveland, Ohio, May 27, 1968, 
120-33-01-09-22. 
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SUMMARY OF RESULTS 
A comparison of silicon solar cells with soldered and cemented glass covers indi- 
cates that the ultraviolet filter coating on the cemented cover glasses (to protect the ce- 
ment from ultraviolet degradation) lowers cell current response significantly in the 0.4- 
to  0.5-micron range. Since an ultraviolet filter coating is not needed for soldered COV- 
ers, the soldered covers produce the following estimated short-circuit current advantages: 
1. A 5 percent higher total response with present commercial silicon solar cells 
2. A 7 percent higher total response with an experimental high-blue-response cell 
3. A 6 percent higher response with the commercial cell, after bombardment by 
10l6 1-MeV electrons per square centimeter with a cover glass that offers 
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TABLE I. - TRANSMISSION FACTORS O F  SOLAR- 
CELL C O V E R S ~  
Wavelength, 
Clm 
0.95 
. 9  
. 8  
. 7  
. 6  
. 5  
.45  
. 4  
Transmission factor 
F o r  type 2 coating on For  type 1 coating on 
soldered cover g lass  cemented cover g l a s s  
( b) (c)  
0 . 9 8  0.97 
.97 .99  
.97 . 9 4  
. 9 8  . 9 3  
. 9 8  . 9 8  
.97 .92  
. 9 6  . 7 5  
.95  . 5 0  
TABLE 11. - SOLAR-CELL SPECTRAL RESPONSE 
Calculatcd response of 
cell with type 2 coating 
In soldered cover g lass ,  a 
mA 
5 . 3  
11. 8 
13 .5  
13. 5 
1 0 . 8  
6 . 2  
4 . 1  
3.4 
Calculated response of 
cell with type 1 coating 
on cemented cover g lass ,  
mA 
5 . 3  
1 2 . 0  
13. 1 
1 2 . 9  
10. 8 
5 . 9  
3 .2  
1. 8 
a 
0 .95  
. 9  
. 8  
. 7  
. 6  
. 5  
.45 
. 4  
Wave- 
length, 
Clm 
5.43 
12.13 
13.90 
13.82 
11.05 
6 .40  
4. 31 
3.55 
I 
Measured rcsponsc 
of uncovered cell,  
mA 
Total 70.59 6 8 . 6  
response 
6 5 . 0  
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Figure 1. - Cemented-cover-glass cell. 
&,rMetaIIized pattern 
‘-Antireflection 
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TOP contact p a t t e r n - - , A  
Figure 2. - Soldered-cover-glass cell. 
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Effectiveness of radiation protection, percent 
Figure 3. -Current response as function of radiation pro- 
tection. 
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